arXiv:math.AP/0309139 vl 8 Sep 2003

Journal of Nonlinear Mathematical Physics Volume 10, Number 1 (2003), ARTICLE

A Heat Transfer with a Source:

the Complete Set of Invariant Difference Schemes

Viadimir DORODNITSYN T and Roman KOZLOV ¥

T Keldysh Institute of Applied Mathematics, Miusskaya Pl. 4, Moscow, 125047, Russia
E-mail: dorod@spp. Keldysh.ru

Y Department of Informatics, University of Oslo, 0371, Oslo, Norway
E-mail: kozlov@ifi.uio.no

Received February 28, 2002; Revised July 11, 2002; Accepted July 24, 2002

Abstract

In this letter we present the set of invariant difference equations and meshes which
preserve the Lie group symmetries of the equation u; = (K (u)uy ), +@(u). All special
cases of K (u) and Q(u) that extend the symmetry group admitted by the differential
equation are considered. This paper completes the paper [J. Phys. A: Math. Gen.
30, Nr. 23 (1997), 8139-8155], where a few invariant models for heat transfer equations
were presented.

1 Introduction

Symmetries are fundamental features of the differential equations of mathematical physics.
It yield a number of useful properties such as integrability of ODEs, symmetry reduction
of PDEs, existence of various types invariant solutions, conservation laws for the invariant
variational problems etc. Therefore, preserving symmetries in discrete schemes, we retain
qualitative properties of the underlying differential equations.

The purpose of this paper is to develop the entire set of invariant difference schemes
for the heat transfer equation

u = (K(u)ug), + Q(u), (1.1)

for all special cases of the coefficients K(u), Q(u) which extend the symmetry group
admitted by equation (IJ). This paper is based on the Lie group classification [4] (see
also [1]) of the equation (LTl) with arbitrary K (u) and Q(u). This classification contains
the result of L V Ovsyannikov [I7] for equation (1) with @ = 0 as well as symmetries of
the linear case K = 1, (Q = 0, which were known by S Lie.

A few examples of the invariant difference schemes and meshes were considered in [2].
In the present paper we complete the paper [2] going through all cases of K(u) and Q(u)
identified in the group classification [], we construct difference equations and meshes
(lattices) which admit the same Lie groups of point transformations as their continuous
limits.
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Lie group analysis of difference equations is a very active field of research where many
contributions were done, and various approaches were applied by several authors (see [18]).
In our approach which we are following in this paper we pose the question: How does one
discretize a differential equation while preserving all of its Lie point symmetries? Thus
a differential equation and its Lie group symmetry are a priory given but not a difference
model. One then looks for a difference scheme, i.e. a difference equation and a mesh, that
have the same symmetry group and the same Lie algebra. The basic steps in this direction
were done [5, 6, 7, 8, 9, 10, 11], which were summarized in a recent book [I2]. The main
idea is that the invariant difference equations and meshes can be constructed with the
help of the entire set of difference invariants of the corresponding Lie group. In the next
section we explain how to construct difference models that conserve the whole group of
point transformations admitted by the differential equations.

The article is organized as follows. Section 2 provides a brief overview of the invariant
discretization procedure. In Sections 3, 4, 5 and 6 we consider the cases of an arbitrary
heat transfer coefficient K (u), the exponential heat transfer coefficient e, the power heat
transfer coefficient u and the special case of power heat transfer coefficient: u=%4/3
pondingly.

Section 7 is devoted to the linear heat conductivity with a source. In particular, this
section covers detailed study of the invariant difference scheme for the linear heat equation
without a source (@ = 0) including such aspects as superposition principle, reduction of
the invariant scheme on the optimal system of subalgebras and the way to transform the
moving mesh scheme into a stationary one. Notice that in the paper [19] there were
considered some difference approximations of the linear heat transfer equation, which
preserve its different symmetries on different meshes. In [19] a difference equation and
a mesh are a priori given, then it was shown that for some kind of the mesh there were
preserved some symmetries of the linear heat equation and another meshes preserve other
parts of the symmetries. Thus, there are no difference schemes which conserve the entire
set of symmetries in one difference model. In Section 7 we will develop the difference mesh
and difference equation, which conserve the complete set of original symmetries in the one
and the same difference scheme.

corres-

The same approach we will apply for some tens of other nonlinear models of heat
equation (CIl). Summarizing conclusions end up the consideration of the entire set of
invariant schemes for the equation (ITI).

2 Symmetry preserving discretization procedure

1. Let us briefly describe this method, which was called the method of finite-difference
invariants [6].
Let the differential equation

F(t,x,u,ug, tug,...) =0 (2.1)

admit a known symmetry group G,, whose Lie algebra is spanned by the operators
X1,..., X, of the form

0 0 0
et T~ Nl P
X Slat+§l 8az+n’8u’ i=1,...,n, (2.2)



18 V Dorodnitsyn and R Kozlov

where the coefficients %, &' and n are functions of ¢, x, u, since we consider Lie point
symmetries.
Then we would like to propose a discrete model

Q(z,h) =0, (2.3)

where the first equation is the approximation of the initial differential equation and the
second one defines a difference mesh. Both of these equations a priori are not given and
we have to establish the invariant mesh, on which we should approximate the original heat
equation. We will show, that in all special cases of equation (ILT]) one can construct the
system (Z3)), starting from the entire set of finite-difference invariants of the corresponding
Lie group.

We denote by z in ([Z3]) a finite number of difference variables, which are used in the
considered difference stencil, i.e. a finite number of mesh points, which are needed for
the approximation of the differential equation (ZII). The equations (Z3]) can be explicitly
connected with each other (if invariant mesh depends on solution) or not. In the last case
we can choose the invariant mesh firstly (for example, a fixed mesh) and then construct
the invariant approximation of the original equation. If a mesh depends on the solution,
all specifications of the mesh made in advance lead to restrictions on the symmetries which
may be admitted by the considered discrete models.

2. The idea of the method of finite-difference invariants springs from the invariant
representation of differential equations. In the continuous case for the group G,, we can
find the complete set of functionally independent differential invariants J = (J1, Ja, ..., Ji)
in the specified space which contains dependent and independent variables as well as the
set of derivatives up to the highest derivatives involved in the formulation of the PDE [I5].
For the heat equation ([[CIl) we consider the space M ~ (t,z,u, us, Uy, Uz ). We prolong
the operator () on the variables of the space M
0 we O
Ouy T

0
— t_ - T
er—X—I—Caut—l—( Ju

with

("= Di(n) —wDy(€") —uxDy(€7), (%= Du(n) —wDy(€") — up D (E7),
C:c:c = D:(:(Cx) - utxD:c(gt) - u:c:cD:c(Sx):

where D; and D, are the total derivative operators for time and space correspondingly.
Differential invariants are solutions of the system of linear equations

pr XZ q>(t7$7u7ut7uw7uwx) :07 izl)"'ana

and can be solved by standard procedure (see [15]).
Then we represent the invariant differential equation in terms of these invariants

F(Ji,Ja,...,Jy) =0.

The obtained equation is invariant with respect to the group G,.
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3. In the discrete case the situation is more complicated. Any given differential equa-
tion can be approximated by means of infinitely many difference equations and meshes,
which have the original differential equation as its continuous limit. The requirement of
preservation of Lie group properties of the differential equation in its discrete counterpart
still leaves some freedom in the approximations. Thus, as it can be seen recently, at some
point we have to make a chose among the general family of invariant meshes.

The structure of the admitted group essentially effects on construction of equations and
meshes. Group transformations can break the geometric structure of the difference mesh
that influences approximation and other properties of difference equations. First steps to
the construction of the difference grids geometry based on the symmetries of the initial
difference model were done in [5, 6, 7, 9]. There were found classes of transformations
that conserve uniformity, orthogonality and other properties of the grids.

It was shown [5, 6, 7, 9] that a transformation defined by () conserves uniformity of
a mesh in ¢t and z directions if and only if

DD(E) =0, (2.4)
DD(*)=0, (2.5)
Th-h

where D and D denote total difference derivatives in the time and space directions with
+7 +h

steps 7 and h correspondingly.
For an orthogonal mesh to be conserved under the transformation, it is necessary and
sufficient that

D(") =-D(&). (2.6)
+h +7

When condition (Z0) is not satisfied for a given group, the flatness of the layer of a grid
in some direction is rather important. For evolution equations it is significant to have flat
time layers. There is a simple criterion of the invariance of flat time layers under the
action of a given operator (Z2):

DD(&) =0. (2.7)
+h+7
These condition specify invariant geometry of grids for the given Lie group symmetries.

If the operator coefficients &7, €% do not depend on solution, then we can choose the
invariant mesh as any solution of corresponding condition (ZZ)- ). Otherwise the
conditions (Z4)—(7) should hold on the solutions of the considered difference model. In
that case we can figure a mesh out starting from the set of difference invariants.

Further we choose a stencil which is sufficient to approximate all derivatives which
appear in the equation. We will consider six-point stencils which have three points on
each of two time layers. Such stencils allow us to write down both explicit and implicit
difference schemes. For different transformation groups we will consider different meshes:
orthogonal mesh which is uniform in space, orthogonal mesh which is nonuniform in space
and nonorthogonal in time-space mesh, i.e. moving mesh. The corresponding stencils
are different. Furthermore, the corresponding spaces of discrete variables are of different
dimensions so that they have different number of difference invariants I = (11, Iy, ..., I;)
for the same Lie group G,,.
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For example, let us take an orthogonal mesh which is uniform in space. (We will
describe later for which groups this mesh can be considered.) The stencil of this mesh is
shown in Fig. 1.

—h,t,a_ t, 1 h,t,
(:E .7 , U ) (:Ev ,’LL) (33‘+., ,’LL_|_)

(z —71,t,u_) (x,t,u) (x —|—71,t,u+)

Figure 1. The stencil of the orthogonal mesh.

The corresponding discrete subspace is ten-dimensional: M ~ (¢, 2z, 7, h,u,u—_, uy,,
@_, 1), where 7 = £ — t. The prolonged operator (ZZ) in this subspace has the form
0 0 - 0
x et 29 t ety 9
PrX =g et (@ -y

0 0 0 L0 .0 .0
+n%+n—au—_+mﬂ+naa+n—&7+m%,

0
(& - )5

where we use time and space shifts notations f = fit+7,z,u), f- = f(t,z — h,u),
f+ = f(t,x + h,u). The number of functionally independent invariants is given by

| = dim M — rank Z, >0, (2.8)

with dim M = 10 and the matrix Z composed by the coefficients of the prolonged on the
space M operators

g &g (G- (=& m - ()
7 = :

€& (-6 (€94 =€) na - (i)y

Having found the finite-difference invariants as the solutions of system of linear equa-
tions

pr X; ®(t,z, 7, h,u,u_,uy, i, 4_,uy) =0, i=1,...,n,
we can use them to approximate the differential invariants
Jj:fj([l,fg,...,fl)—i—O(Ta,hﬁ), jZl,...,k’,

where o and 3 define some fixed order of approximation. Notice, that approximation error
O(7%,hP) is invariant together with other terms in the above representation. Substitution
of difference invariants I; instead of differential ones J; into the function F provides us with
an invariant difference scheme. Practically we can often omit the representation of the
differential equation in terms of its invariants and just approximate the original differential
equation by the finite-difference invariants. The use of finite difference invariants is the
main point in both ways.
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So, the first step in the invariant approximation is the choice of the invariant mesh.
The last step is the choice of the invariant discretization of the original equation on the
invariant mesh.

The described above method is algorithmic. We would like to stress that the invariant
approximation in our way is still not unique. For example extending the stencil (means
enlarging the number of mesh points involved in approximation) we can find invariant
approximations of any higher order.

3 An arbitrary heat transfer coefficient K (u)

Now we start to develop invariant schemes going throw all cases of the Lie group classifi-
cation [4]. Let us note that the group classification of the equation (1) was done in [4]
(see also [T]) up to equivalent transformations:

t=at+e, T=bx+f, u=cu+g, K =—K, QZEQ, (3.1)
a a

where a, b, ¢, e, f and g are arbitrary constants, abc # 0. These transformations do not
change differential structure of the equation (ICTl), transforming an admitted group into
a similar group of point transformations.

1. We start from general case, when the coefficients K(u) and Q(u) are arbitrary.
Then the equation (L) admits a two parameter group of translations only. This group is
defined by the following infinitesimal operators:

0 0
X1 =— Xy = e (3.2)
which generate the translations of independent variables. In this case almost no limits are
imposed on a mesh and a difference equation. In particular, we can use an orthogonal
grid in the plane (x,t) which is regular in both directions, as the conditions (ZZ])—(E1)
are valid for the operators (B2).

The group with operators (B2) in the subspace (z,¢, h, 7, u, u_,uy, 4, 4_,Uy) corres-

ponding to the stencil shown in Fig. 1 has eight invariants:

T, h, uw, uy, wu_, w, U_, Ug.

That is why any difference approximation of the equation ((Il) by the above invariants
could give difference equation which admits the operators ([B2). For example, the explicit

model
t—u 1 Uy +u U+ u_

where K (u) and Q(u) represent any approximation of the corresponding coefficients by
invariants and Ug = = uz = “7= are right and left difference derivatives, admits the

h
operators ([B2).
2. If K(u) is arbitrary function and Q(u) = 0, the equation

up = (K(u)ug)y (3.4)
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admits a three-parameter algebra of operators (see [I7]):

0 0 0 0
E’ Xy = %, Xs=2t—+2x— (35)

X1 = at oz

This case is almost analogous to the previous one. The operators (B3 do not violate
conditions of invariant orthogonality ([Z8l) and invariant uniformity of a grid (Z4)), ).
Thus, in this case we could use the orthogonal grid shown in Fig. 1. Any approximation
of the equation (Bl by the seven invariants

h2
s W, U4y, U, U, U, U4

T

gives an invariant model for the equation ([B4l). In particular the explicit scheme (B3
with QQ = 0:

w—u 1 Uy +u U+ U_
(e () ()

can be used.

4 The exponential heat transfer coefficient K = e*

In this paragraph we consider three cases of group classification for K = e*, in accordance
with [] and [17].
1. If Q = 0 then the equation

up = (€"ug)y (4.1)

admits a four-dimensional algebra of infinitesimal operators:

0 0 0 0 0 0
— Xo=— X3 =2t— — Xy=t—— —. 4.2
a e T Ve T ia M (4.2)
As in the cases considered above, conditions of invariant uniformity and invariant or-
thogonality are valid. A difference model for the equation ([Jl) can be constructed by

approximation of the differential equation with the help of difference invariants:

X =

e“%, (G—u), (uy—u), (w—u-), (4 —1a), (a—1u_).

An example is the simple explicit difference model:

t—u 1 Uy +u U+ u_
. —E<exp< 5 >%x—exp< 5 >%x>, (4.3)

but one has a lot of freedom to construct invariant schemes using the finite-difference

invariants.
2. For Q = 0 = 41 we have a possibility to exclude the constant source from the
equation

up = (€"ug)y + 0 (4.4)
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by change of variables:
i=u—0ot, t=205(e"t-1). (4.5)

The equation () will be transformed into the equation (I]) by this change, but the
uniformity of the grid in the t¢-direction is destroyed. The equation ([4l) admits the four-
dimensional algebra of infinitesimal operators:

0 _ 0 _ 50 5t 0 _ .9 590
= o X2—8$, X3—€ 8t+56 ou’ X4—$ax+2au, (46)

and we can easily see that the operator X3 does not conserve uniformity of a grid in the
time direction. The finite-difference invariants:

e (ed7 — 1)

12 9 (a_u_éT)v (u+—u), (u_u—)7 (u-i- _u)v (ﬁ_ﬁ—)

permit us to construct the following variant of difference model for the equation (E4):

oo —u)—7 1 Uy +u U+ u_
Tt =g (e () e e (5 ) ) )

Let us note that the change of variables (X)) transforms the model (1) considered on
the orthogonal grid with the time interval [0, 7], given by the formula

tn:51n<1+%(e5T—1)), n=0,... k (4.8)

where k is the number of time steps of the grid, into the model [3]) with uniform time
grid on the time interval [0, 0 (e‘ST — 1) ]
3. If Q = £e*, a # 0 the equation

up = (€%ug)y = e (4.9)

admits 3 infinitesimal operators:

%, Xo 0 X3 = 20[152 + (o — 1):1:2 - 22. (4.10)

X = = —
! or’ ot

These operators satisfy the conditions of orthogonality and uniformity of invariant grids
and we will consider the stencil of Fig. 1. Any approximation of the equation (EJ) by the

finite-difference invariants
a—1
T 2«

h

) eau7—7 (@ - u)v (’LL_|_ - u)v (u - ’LL_), (@4_ - @), (@ - &—)

gives a variant of a difference model for the equation (@), admitting the symmetries
(1T, for example, we obtain the following model:

w—u 1 Uy +u U+ U_
e o O R
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4. In accordance with group classification [4] we will also consider the case Q = +e“+94,
0 = +1. As in the case 2 we have the possibility to exclude the constant source from the
equation

up = (€"ug)y e+ 9 (4.12)

by the change of variables (D). The equation ([I2)) will be transformed into the equa-
tion (). The equation ([ETZ) admits the following infinitesimal operators:

_9 _ 9 _ 0 o s 0
X = Xo = 92’ Xz=ce It + de o (413)

Finite-difference invariants of ([E13])
(7 =1), b, (@—u—0r), (up—u), (u—u), (iy—4), (a—1di-)

permit to construct the following variant of the difference model

(o —u)—7 1 Uy +u U+ u_ "
W_h<exp< 5 >%x exp< 5 >%x>ie (4.14)

on the invariant grid X). The model for the considered equation can be obtained from
the model ([LII) with the help of the transformation (EH).

5 The power heat transfer coefficient: K = u?, o # 0, —%
For K = u? further classification depends on the source.
1. Let us start with the simplest case (Q = 0:
ur = (U Uy (5.1)

Symmetries of the equation (BIl) are described by the four-dimensional algebra of
infinitesimal operators (see [I7]):
0 0 0 0 0 0
— Xog=— X3 =2t— — Xy=0r— +2u—. 5.2
ot’ 27 o 3 ot +x8x’ 17 %% * “ou (52)
With any o the operators (B2) conserve uniformity and orthogonality of a grid. The
finite-difference invariants corresponding to the stencil of Fig. 1 are

X =

>

o T

Yh

They permit us to write, for example, the following variant of the difference model on the
orthogonal uniform mesh in both directions:

—u 1 ((uy+u\’ u+u_\’
() e () )

Orthogonal grid is not the only possible way for discrete modeling. On the example
of the equation (EJ]) we will show how to introduce a moving mesh of the form shown in
Fig. 2.

U4 U— @4_
v oulq

U
) )
u

a .
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tﬂ

/ .

Figure 2. A moving mesh with flat time-layers.

One can use an adaptive grid defined by an evolution equation (see also [3])

dx

E = go(t,x,u,ux). (54)

In this case the heat transfer equation will take the form

du

E = (uauiﬂ)w + (10(1:7 z,u, uw)um (55)

Different requirements could be imposed on the function ¢. If we require invariance
of the equation (B4 with respect to the whole set of the operators ([£2), our freedom to
chose ¢ is limited by the function

o—1

= Cu’ “uy, C = const.

Below we show how to introduce Lagrangian type of evolution ‘Cil—f. Let us note that the
equation (B) has a form of the conservation law that presents the conservation of heat.
Hence we can search for a moving mesh of Lagrange type which evolves in accordance
with heat diffusion. We should find an evolution % which satisfies the equation

dt
x2(t)
i / udr = 0.
dt Jz10)

Since

d [*2 22 9, dz % - dz %>

—_ u_
dt [, 21 Ot dt | 4 dt | 4
we obtain the evolution Ccll—f = —u’lu,. Note that this evolution is invariant with respect

to the operators (2). Our initial differential equation ([B]) can now be presented in the
form of the system

T N R (5.6)
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Let us mention that the equation (BI) has two conservation laws

w1l
up = (uuy)y and (zu)y = <xu”uw T 1)96.
For the evolution system (b6 it is convenient to present the conservation laws in the
integral form
PO d o2 uotl
/

— uwdr =0, — zudr = —
dt l(t) dt :vl(t) o+ 1

T2

(5.7)

z1

For difference modeling of the system (E.0) we can consider the stencil shown in Fig. 3.

(‘%_B‘_ﬂ?vﬁ—) (:%72?7&) (i‘—Fil:_,tA,@_i_)

°
(‘T_h_vtau—) (a:,t,u) ($+h+,t,U+)
Figure 3. The stencil of the evolutionary mesh.
In the space of the variables (t,z,7,h™, h~, ﬁ+, ﬁ_, Az, u, Uy, U, U, Uy, U_) COrTeSpon-
ding to this stencil there are ten finite-difference invariants:

T @« wuy wu_ Gy 4a-  hT hT AT Ax

4 _ _

YRw w0 w4 @ he kWt Rt

Approximating the system (8) by these invariants we can get, for example, the system
of two equations:

Az 1 <u‘}r—u” u”—u‘j) U+ 1y
)

U+U+h
e It

hy = 5 (5.8)

P G M 5

where we approximated the heat conservation law to obtain the equation for the solution wu.

The first equation of system (6l shows that the evolution of x depends on the solu-
tion. The system (B.]) may be inconvenient for computations because steplength will be
changed automatically and the nature of this process is not clear. In order to avoid this
indeterminacy we introduce a new space variable which values characterize the evolution
trajectories of x. Let us consider the variable s defined by the system:

sy = u’uy, Sy = U.

It is easy to see that each trajectory of = is prescribed by a fixed value of s since

ds . dz - 1( o) 0
—_— =S Sry— = U Uy —U— U = U.
ettt v

In a new coordinate system with the independent variables (¢,s) the equation (BII) has
the form

<1)t — —(uu)s (5.9)
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and the former space variable x satisfies

(5.10)

x; = —u’ug, Ty = —.
u
For discrete modeling of the equation (Bl) one can use the equation (BU) in the new
independent variables (¢, s) to describe the diffusion process and the first equation of the
system (B.I0) to trace the evolution of the coordinate x. The equation (B9) considered
together with the system (BI) admits the following symmetries

0 0 0 0 0 0
Xl—a, XQ—%, Xg—%, X4—2ta+8%+$a—x,
X5 = (0 + 2)32 + Ua:2 + 2u2 (5.11)

0s ox ou’

In the new variables (¢,s) the stencil becomes orthogonal so that there is no need to
consider a nonuniform grid in the variable s. There are following invariants for this set of
operators in the space (¢, 7, s, hs,x, h} h,,hi hy , Az, u,uy,u_,d, 14, i) corresponding
to the orthogonal stencil in (¢, s) extended by additional dependent variable z:

wy u_ Ay G- hy hy hf Az h

U
u? u? u? ﬁ’ ﬁ? h;’;’ h;’:—’ h:—é_’ h;’;’ h:_é_’

-
u —,
hz

By means of these invariants we get an approximation of (&8 which has the form of
a conservation law

/1 1\ o uj’_+1—2u"+1+ui+1
T\t u) o+1 h?

1—a (aft — 207+ 4 a7t
o+1 h?2 ’

(5.12)

where 0 < a < 1. Note that in the coordinates (t,s) variable x is introduced by the
system (BI0) as a potential for the equation ([BEH). Similarly we can introduce x as
a discrete potential with the help of the system

Az a  (uftt—ult 1—a (a7 —a7t
T o+l 2hs o+1 2h, '
Rt 1 /1 1
o (). 5.13
hs 2 <u * u+> (5.13)

In computations only the equation (BI2)) and the first equation of (BI3]) are needed.
The second equation of the system (B.I3)) is needed only to establish the connection bet-
ween solutions u(x) and u(s) for a fixed time. Given some initial data u(0, z) = ug(z), we
choose an appropriate steplength h, for the Lagrangian mass coordinate s. Then we can
introduce the mesh points x; in the original coordinates satisfying

Tipr —x 1 < 1 n 1 >
h 2 \uo(xi)  uo(zit1))’
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i.e., we use this equation to establish difference relation between the original space coor-
dinate z and the Lagrangian mass coordinate s. Computing the solution with the help of
the numerical scheme (EI2]) and the first equation of (I3]), we preserve the relation

$i+1—$i:1<l+ 1 >
hg 2 \u; Ui

Introducing the mass type variable s, we can rewrite the conservation laws (B7) as

B s2 o s2 ucr—l—l
E/sl ds =0, E/sl xds-—0+1

The proposed discrete model possesses difference analogs of these conservation laws

52

S1

N-1
Z hs = const,

i=1
N-1 . ~ N-1 o+1 o+1
517i+33i+1h _Zl‘i+$i+1 .« Unyp t Uy
2 P 2 3 o+1 2
i=1 =1

1—a (a5t +ag™ L« w4 gt L l-a art +agtt
c+1 2 oc+1 2 c+1 2 '

Let us mention that for computations we need to propose some method for the boundary
points.
2. Q = du, 6 = 1. In this case the symmetry of the equation

up = (uuy), + du (5.14)

is described by the following infinitesimal operators:

0 0 0 0
e T T % TG
Xy = 6_5‘”2 + 66_5‘7%2 (5.15)
ot ou’ '
By the change of variables
~ —ot ny 4 dot
u=ue ", t=—(e""—-1) (5.16)
o

the equation (BI4l) is transformed into the equation (BII).
The finite-difference invariants

ug(660; - 1)’ <(5ln§ B T) 7 uy  u— Gy 22:
h u U

give the following possibility for an explicit difference model

ou U L ((up+u)\’ u+u_\’
7660T_1<61na—7'>—h<< 5 )%x < 5 >%x> (5.17)
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Let us remark that the change of variables (BI6]) transforms this equation considered on
the orthogonal mesh with time layers

0 N, 5y
b= 2 (14 @), =0k (5.18)

which fill the time interval [0, 7], into the equation (B3]) on the uniform grid on the time
interval [0, g(e&’T — 1)]
3. Q = +ut 4+ 6u”, 6 = £1. The equation

up = (uuy), £ u”, o,n = const, (5.19)

admits a three-parameter symmetry group. A possible representation of this group is by
the following infinitesimal operators:

0 0 0 0 0
X1 =— Xo = P X3 =2(n— 1)t§ +(n—0— 1):1:a—m - Zu%. (5.20)

The set (B20) satisfies all the conditions (Z)—(0l). So we can use an orthogonal grid
that is uniform in both ¢ and x directions. By considering the set of the operators (220
in the space (t,f,2,ht, h™,u,us,u_, 4,04, 4_) that corresponds to the stencil shown in
Fig. 1 we find 7 difference invariants of the Lie algebra:

n—o—1

T 2(n-1)

n
The small number of symmetry operators provides us with a large number of difference
invariants. Thus we are left with some additional degrees of freedom in invariant difference
modeling of (EI9). By means of the discrete invariants we obtain the following explicit
scheme:

t—u 1 up +u\’ utu_\? n
() g () ) e

Tu"_l,

) ) ) A ) At

4 uy  u— Uy U
u

where u, = 5=, uz = =
h h
4. Q = +u°t! + du, 6 = +1. The equation
up = (uuy), + w4 du (5.22)

is connected with the equation (BI9) by the transformation (BI6). The infinitesimal
operators admitted by the equation are

0 o i d s D
Xy == Xo = — X3 = T— 4+ e T u—. 5.23
Yo T ar PTO m vy (5.23)
With the help of invariants for the operators (2Z3)
uU(e50'T - 1)7 h7 (5111@ - T> ) u_+7 u__7 ﬁj_7 '&A_
u u u U U

we have the following example of an explicit difference model:

ou U 1/ (ur+u\’ u+u_\’
9% (fm=—7) == o — z ) £uth 24
65”—1<5nu T) h<< 2 ) " < 2 ) %> ! 24

This equation considered on the grid (BIR) is transformed into the equation ([&21l) on
a uniform time grid by the variable change (B.T6I).
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6 The special case of power heat transfer
coefficient: K = u=*%/3

1. If Q =0, then the symmetry of the equation
up = (u_4/3ux)m (6.1)

is described by the five-dimensional algebra of infinitesimal operators (see [I7]):

0 0 0 0
Ni=gp X=gp =g togs
9 ) L, 9

These operators conserve orthogonality and uniformity of a grid in the time direction. The
operator X5 conserve uniformity in the ¢-direction, but does not conserve uniformity of
the grid in the z-direction; however orthogonality is not disturbed. We will consider the
stencil shown in Fig. 4.

(x —h~,t,a_ (z + ht,t, 1)
[ 4 L

)
) (x+httuy)

) (x,t 4
(x—h_.,t7u_) (‘Tat

Figure 4. The stencil of nonuniform mesh.

The finite-difference invariants corresponding to this stencil

L T LA T _/<&>
u

Couy’ ul] N VT VT \ht +h
give among others the explicit difference model

" _ /=13 - -1/3
u—u ht +h <u+/ —um1/3 ul/g—u_/>. 63)

T 6hth-

h* h=

Remark. Let us note that we can not propose a space mesh hy = f(z,h_) which is
preserved under all transformations of the group (@2). It can be clearly seen from the
absence of difference invariants in the space (x,h_, hy). For example, if we take a solution
of the difference scheme (G.3]) on a regular mesh h_ = h,, a general group transformation
corresponding to ([E2) will transform the solution into another solution of this difference
scheme but possibly on a nonuniform mesh. This remark is also valid for the cases 2, 4
and 5 of this section.

2. In the case Q = du, § = %1 equation

up = (u_4/3ux)m + ou (6.4)
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admits operators

0 0 0 d
=g X=gp  X=2eg —dug
15t O a5t 0 2 0
X4 =e 3 a + (56 3 U%, X5 =X a—x — 3‘TU% (65)

By the change of variables (RI6) this equation can be transformed into the equa-
tion (GJJ). Let us write out the difference invariants for the set of the operators (G.0):

<(5lnu T>7 u <h++h_ (650'7'_1)7

ui/gul/?’h* ul_/3u1/3h— ﬁi/3ﬁ1/3h+ al_/?’,al/sh—
\/(6607 _ 1)7 \/(6607' _ 1)7 \/(6607' _ 1)7 (6607 _ 1) ’

These invariants can be used for construction of a difference model for the equation (E2).
We show the explicit variant of the difference model:

66;7111 <5 1n% = T> = —hghj hh__ (ull/g,;u_l/g S h__u:1/3> . (6.6)
3. Q==xu" n# —%. The equation
up = (u_4/3ux)m +u" (6.7)
admits infinitesimal operators:
X, = %, , :a%’ ngz(n—nt%ﬂm%)a:%—m% (6.8)

Although this equation is specified in group classification (see M), it is a particular case
of the equation (BI9), — there is no extension of the admitted group. That’s why as
an invariant difference model for the equation ([EX) we can use the model (ZI)) with
parameter o = —%, corresponding to the given equation.

4. If Q = au/3, a = +1, then the variant of the difference model for the equation

up = (u_4/3ux)m + oy /3 (6.9)

depends on the sign of the coefficient a. The equation (EX) admits a five-dimensional
algebra of infinitesimal operators, namely

0 0 4 0 0
e e T 3a Tew
X, = e2s/a/3xaﬂ o \/@62 a/Bxu 9 ,
T
0 0
— o—2¢/a/3z Y —2\/a/3z, Y
Xs;=e o + V3ae uge (6.10)

a.) The case a = 1. By the change of variables

@ = wcosh? <%> . #=+/3tanh <%> (6.11)
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we transfer the considered equation into the equation (GII) (see [I]). With the help of
difference invariants

4 Uy U ST 1 1
-, — Tu +
o Uty U- tanh (%) tanh (%)
1 RVEIRIE <h+> L1z 1/3 <h_>
sinh|{ — |, —=u/%u_"sinh|—
\/F Ut V3 VT V3

we can construct a difference model. Let us write out one of the possible variants of the
difference model, namely an explicit model:

AL (N
T 18 tanh (%) tanh (%)
X ull/g — u~ /3 cosh (%) _ u” " cosh <h7:> o (6.12)
sinh (%) sinh <7%)

b.) The case &« = —1. By the change of variables

i = u cos® (%) ., Z#=+/3tan (%) (6.13)

we can transfer the given equation into the equation (BII) (see [I]). The set of finite-
difference invariants:

i i 1 1
) ) ) TU + )
o P
1 ht 1 h~

L o1/3,1/3 . <_> 173, 1/3 . <_>

u U Sin s u u_  sin
N V3) VT NE

provides us with a possibility to construct an invariant difference scheme. For example,
one can use an explicit difference model:

w11
T 18 tan(il/%) tan(h—\/g)
(e (5) )
e (s

We stress that the obtained difference models (EI12) and (GI4]) are connected with the
difference model (E3)) for the equation (EJ]) by the changes of variables ([E1]) and (GI3)

correspondingly as the initial differential equations.
5. Q = au~ 3 4 du, |a| = |6| = 1. As in the previous point, two cases of parameter o
in the equation

up = (uug)y £ u’t + ou (6.15)



A Heat Transfer with a Source: the Complete Set of Invariant Difference Schemes 33
should be considered separately and two difference models should be constructed. Let us
write out the infinitesimal operators, admitted by the equation (EIH)

0 0 a5t O a5t O
Xl_@’ X2_8_’ Xg—ei%&—l—&ei%u%,
X, = 62\/ 3x 9 re2\/a/3m a
X5 =e2Ve o T V3ae 2V /3y, 50 (6.16)

a.) The case @ = 1. The change of variables (I0l) transforms the considered equation
into the equation ([E3) and the change (EI1) into the equation (B.1))

We write out the set of finite-difference invariants for the equation (EI0) with o =1

<5 In Y T> , (edom — 1)u~2/3 ! !
u

_|_

tanh (%) tanh (%) ,
1/3,1/3 1/3,1/3
7?:2 a 1)snh<f/g>, 7?:(/511_ 1)sinh<h—\/§>a
e oT __ e oT _
al/3q}/3 ht alBall* o po
———Tginh , —————sinh({—].
(6607 _ 1) \/g (6607 _ 1) \/g

The explicit variant of the difference model for the equation (EI5) on the time grid (BI8))
has the form:

07u<61n2—7'>=—i . 1
edor — 1 u 18 \ tanh ( > tanh (%)
) u;1/3 — w13 cosh (%) /3 cosh < ) uZ'? (6.17)
sinh (%) sinh (7>

b.) The case &« = —1 Using the change of variables ([EI3]) we can transfer this equation

into the equation (G4]) and by the change (16l into the equation (). Difference model
for the equation (EI3]) can be obtained with the help of the invariants

U 1 1
<(5 In — — 7'> , (edo7 — 1)u~2/3 + ,
u Rt h
tan (—3) tan (—3)
ulByt/® < ht > ullBy® < = >
—F —sin|—=|, ————sin|—|,
(6607 _ 1) \/g (6607 _ 1) 3
alBal/t < ht > alBats < h- >
—F gsin|—|, ————sin|—].
(650'7' _ 1) \/g (650'7' _ 1) 3
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One of possible difference models for the equation (G5 is

ou U 1 1 1
_TU (smY )= —— +
e —1 u 18 \ tan <£> tan (h;>

V3 V3
] w7 3 cos (%) ) u=1/3 cos (h—;) - uil/s' ' (6.18)
sin (%) sin (h_\/%)

The difference models ([EI7) and (EI]]) are connected with the model () by changes
of variables (EI1)) and (EI3) correspondingly. The variable change (EI6]) transforms
the difference models obtained in this point into model of the point 4 for corresponding
values of the parameter «. This example shows that in invariant difference modeling it is
possible to get consistent models which are connected with each other by the same point
transformations as their original differential counterparts.

7 Linear heat conductivity with a source

In this section we consider the semilinear heat transfer equation

with different types of a source.
1. With Q = %e* the equation becomes

Up = Ugy + €. (7.2)

It admits a three-dimensional algebra of infinitesimal operators

0 0 0 0 0

It is easy to check that for the operators the conditions of orthogonality and uniformity
conservation of a grid hold. Approximation of the equation by the invariants

X =

h2

T

’ Teuv (ﬁ’_u)7 (u+—u), (u_u—)7 (u+—u), (ﬁ—ﬂ_)

will give different types of difference models. An explicit one is

z— %f) +e". (7.4)
2. @ = tu". The equation
Up = Upy = U" (7.5)

admits the following infinitesimal operators:

3} 0 0 3} 0
ER Xy = e X3 =2(n— 1)ta +(n—1ax— —2u—. (7.6)

X1 = ox ou
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The operators satisfy to conditions ([Z4)—(Z0]) and the finite-difference invariants

>

1
- :E(ux—z}ff):tu". (7.7)
3. Q =dulnu, § = 1. The semilinear heat transfer equation
Up = Ugy + oulnu, 0==+1 (7.8)

admits the four-parameter Lie symmetry group of point transformations [ corresponding
to the following set of infinitesimal operators:

0 0 X3 = 26&2 . 5e5t$u£ X, = e5tu£‘ (7‘9)

Xl:&’ X2:%’ Oz ou’

Before constructing a difference equation and a grid that approximate (§) and inherit
the whole Lie algebra ([Z9) we should first check condition () for the invariance of
orthogonality. The operators X;, Xo and X, conserve orthogonality, while X3 does not:
the condition (Ef]) is not true for operator X3. Consequently an orthogonal mesh can not
be used for the invariant modeling of ([CX). Conditions ([Z7) are true for the complete set
of operators, so it is possible to use a nonorthogonal grid with flat time layers and we will
use the grid shown in Fig. 2.

A possible reformulation of equation ([LF) by using the four differential invariants in
the subspace (t,x, u, Uy, Uyy, dt, dz, du):

J4—%—51 +i<2—f)2
is given by the system
J3 =0, Jy = Jo
that is
le—:; :—2%, Z—Z;:uxx+5ulnu—2%§. (7.10)

So, the structure of the admitted group suggests the use of two evolution equations.

As the next step, we will find difference invariants for the set X;-X, of the group ([Z9).
These invariants are necessary for the approximation of system ([ZI0). We will use the
six-point difference stencil of Fig. 3 on which we will approximate system ([I0]). The
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stencil defines the difference subspace (t,f,a:,a?,hﬂh‘,iﬁ,ﬁ‘,u,u+,u_,ﬂ,&+,ﬂ_) and
the group (L) has the following difference invariants

Lh=7 L=h", Iy=h", L=ht I=h,
Is = (Inu), — (Inu)z, Iz =(na), — (Ina)z,

h~ ht
_ oT

ht + h- ht +h-
Ig = 6(Ax)? +4(1 — e797) (lnﬂ —eInu),

—oT i”_ ~ i”—l— ~
Iy=0Az+21—-e )| ———(Ind), + ————(Ind)z |,

where Az = & — z, (Inu), = W , (Inu)z = Inu—Inu_

An explicit model can be chosen

8(6511_1)2

Is =0, Lo = SWI&

ie.
58z +2(e5 — 1) [ — " (s + — (s ) =0
T e S el B
3 . 8(657_1)2
2 o oT 0T —_ - _ _
S(Az)? +4(1—e )(m e 1nu) 5o [(nu)s — (nw)]. (7.11)

One invariant solution of this scheme is given in [2].
4. A linear heat equation without a source (Q = 0).
4.1. Preliminary consideration. The linear heat transfer equation

Up = Ugy (7.12)

admits a six-parameter Lie symmetry group of point transformations, corresponding to
the infinitesimal operators

0 0 0 0 0 0
M= N Ty BT e T e tiay
0 0 0 0
_ 429 9 2 9 _.,9
X5 =4t 5 + 4m8x (x* + 2t)u8u’ Xe ugy (7.13)
and an infinite-dimensional symmetry
0
X* = t)—
a(x7 )au7

where a(t, ) in an arbitrary solution of equation ([I2). Symmetry X* represents linearity

of the equation ([LT2).
Probably, the simplest approximation of the linear equation is the explicit scheme

U—u Uy —2u+u_
T h?

(7.14)
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considered on a uniform orthogonal mesh. This equation is invariant with respect to the
operators X1, X5, X4 and Xg of the set (LIJ). Since the equation is linear it possesses
a superposition principle that is reflected in the invariance with respect to the operator

X = ah(az,t)%,

where ap(z,t) is an arbitrary solution of equation ([[LId). In [2] it was shown how to
construct a discrete model which admits the six-dimensional group ([ZI3)).

To preserve the Galilean operator X3 and the projective operator X5 it is necessary to
introduce a moving mesh.

4.2. Heat transfer system of equations and superposition principle. With the
help of the differential invariants of the operators ([LI3)) in the space (t,z,wu, uy, Uyy, dt,
dx,du)

dr + 2% dt du 1dz? <um 2)
_ u ) dt

u
T = au , 2ar _Yaz | Uz

' - v a1 u | u?
we can represent the heat equation ([CI2) as the system

Ji=0, J=0

that is
dx Uy du u
dt u’ ar U (7.15)

By construction this system is invariant with respect to the six-dimensional group gene-
rated by the operators (LI3]). The system also inherits the superposition principle of the
linear heat transfer equation. The superposition principle has the form of summing two
solutions of the system ([ZI2)), but it also acts on the trajectories on which the variable x
evolves. For two arbitrary solutions Uj (¢, x) with the trajectories X (t):

dX, = 20U
a U’

and Us(t, z) with the trajectories Xs(t):

dXy  2Uy
a Uy’

their linear combination
U = alU; + (U, o, B = const, (7.16)

is also the solution of (ZID]). However, this linear combination has its own trajectories
satisfying
dX alll  dX; BU2  dXo

ax _ . 1
Gt~ alh 10U, dt | ol 15U, dt (7.17)
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Therefore, the superposition principle can be presented in the following form:

U(t,x) e 0 Ui(t,x)
ax | o _oth dXy
dt aUy + BU; dt
B 0 Ug(t, a:)
+ BU, d X : (7.18)
aU; + U, dt

Let us show the superposition principle for system ([ZIX)) by an example. The solution

1 (v — a)?
Ur = =g o <_4(t —I—t1)>

has the trajectories

while the solution

U 1 < (x —b)? )
= exp | ———
2T i P\ T4t 1 1)
exists on the trajectories

t+to
to

x=b+ (g —b)

The linear combination ([ZI6]) of these two solutions is also the solution of system ([ZIH).
Its trajectories are

dt \/ﬁﬁ exp (— AE?;:%) + \/ti—m exp (—%)

Examples of evolution of grid points and corresponding solutions are shown on Figs. 5-8
(for computations we used discrete model ([ZI9) which will be introduced in point 4.3 of
this section).

If we consider Lagrangian derivatives of the solution U, we could get the superposition
principle

dUu dX\ dUy dX1 dU, dXs
<E - Uﬂ%) -« (W ~ Vg ) +h <H ~ Uy ) :
i.e. the superposition principle Uy = aUy; 4+ (BUs; of the linear heat equation expressed in
terms of the of total derivatives of U and X.

4.3. Invariant schemes on moving meshes. For the difference modeling of sys-
tem ([CIH]) we need the whole set of difference invariants of Lie symmetry group ([CI3) in
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Figure 5. Evolution of solution (ZI4): a = =1,t; =t2 =10,a = -8, b=28.
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Figure 6. Mesh trajectories for the solution shown in Fig. 5.

the difference space corresponding to the chosen stencil (¢,%,z, &, ht, h~, iﬁ, ﬁ_,u, U, Uy,
u—, 'IAL+, 'IAL_)Z

I ht P ht _ htRt B i/?ge 1(Ax)?
l_h_7 2_}Al_7 - - ) 4_h+u p 4 - )
1ht? ht? 1 ug 1w
Iy = —1 —In—
5T 47 h++h—<h+ u+h—nu>’
+2 +2 - -
JP Y A (i <A1 mit 4 1 1n”j>,
4 T ht +h— \h+t U h— U
J Axh* 2ht h_l Uyg h+l U
! P W +h \ht uw K u )’
. _ Aah? 2ht irl iy hYa
T Thtah \bt @ b @
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Figure 7. Evolution of solution (ZIH): o =0.25, 5 =1,t; =t2 =10,a=—8,b=38.
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Figure 8. Mesh trajectories for the solution shown in Fig. 7.

Approximating system ([ZI5)) by the invariants, we obtain a system of difference evo-
lution equations. As an example, we present here an invariant difference model which has
explicit equations for the solution u and the trajectory of x:

27 h~ ht u
Ax—7h++h_< h+1 —i—h—ln?)

w2 1(Az)?\ 4T 1. uy 1. u_
() e <—§ - >— TR <h—+1“7+h——ln7>' (7.19)
+

We also can write out an implicit model

1
h— 4 h+
Az = L <—h_lnuj_ + = h U’A )7
ht u h_ U

<a>2 <1 Am2> ( L a_ a_>
— eXp —_—— = ~ A .
U 2 T U h U
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It is also possible to combine an explicit equation for the mesh and an implicit approxi-
mation of the PDE or vice versa. Other ways to approximate the system ([ZIH) are also
possible.

4.4. Optimal system of subalgebras and reduced systems. Among all invariant
solutions there is a minimal set of such solutions, called the optimal system of invariant
solutions. From this set of invariant solutions any invariant solution can be obtained
by an appropriate group transformation. The difference model (1Y) is a system of two
evolution equations. To find its invariant solutions we need to provide a time mesh which
is invariant with respect to the considered operator. An invariant time mesh giving flat
time layers can be represented by the equation

We request this equation to be invariant with respect to the considered symmetry. Since
for the operators (TI3) the coefficients &' do not depend on z and u we can propose an
invariant time mesh for any symmetry. In the case & = 0 the function g can be taken
arbitrary. For example, we can choose the uniform mesh t; = j7, 7 = const. Thus,
different invariant solutions may have different time meshes.

The adjoint action of the Lie group transforms an invariant solution into another
one [I5, M4]. In our case it also transforms the time mesh equation ([ZZ0). Thus the
adjoint action gives us a new invariant solution with a corresponding invariant mesh.

On the example of the difference model ([ZI9) we will construct the optimal system of
solutions which are invariant with respect to one-parameter groups. The optimal system
of one-dimensional subalgebras of the algebra of symmetries for the linear heat equation
consists of algebras corresponding to the operators (see [14]):

0 0 0 0
Vi = Xy = — Yo = Xo = u—w Vo= X Xe — — “
1 2= 3o 2 6 u@u’ 3 1+ cXg 6t+cu6u’
0 0 0 0 0 0
Yi=X| —X3=— —2t— — Y: = X 2cXg = 2t— — + 2cu—
4 1 3 o ax+$“au’ 5 4+ 2¢cXg 8t+x8x+ cuau,
Y(;:Xl—l—X5+6X6:(4t2+1)2+4t:172—|—(c—:172—2t)u2
ot oz ou’

Let us find invariant solutions corresponding to these one-dimensional subalgebras.

1) The subalgebra corresponding to the operator Y; has only constant solutions u = C,
C' = const considered on an orthogonal mesh Az = 0.

2) The subalgebra corresponding to the operator Y2 does not have invariant solutions
(the necessary condition of existence of invariant solutions does not hold [I5]).

3) The operator Y3 has the following invariants: wexp(—ct), 7 and Az. The time
step 7 is invariant, so we can consider a uniform time mesh. We will seek a solution of the
difference model in the form

u = exp(ct) f(x).
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Substituting this invariant form of the solution into system ([ZI9), we get:
27 ht flx+ht) ht f(z—h7)
AT = m <_h_—ln< f(x) >+h_—ln< f(z) >>
f@) Y 1 Az?
(Feam) oo (2 =37)
B At 1 (fl@+ht) 1. (fla—h)
e e () e (B ) 2

System ([CZI]) will become a system of two ordinary difference equations if we project
it into the invariants space. To project the system we have to impose

Az =—h~, 0, or ht. (7.22)

A solution of system ([LZI) with one of conditions ([LZ2) provides the solution of sys-
tem ([ZI9) which is invariant with respect to the operator Ys.

4) The operator Yj has invariants: wexp (—xt — %t?’), x +t2, 7 and % —t. Let us
search a solution of the difference model ([ZI9) in the form

2
u = exp <t:17—|— §t3> flz+1t%).
By means of variables
y =z +12, y—h;:x—h_—l-tz,
y+hf=x+ht+88, y+Ay=z+Az+(t+7)°

we get the following system for the invariant solution of system ([ZI9I):

a2 oy (fy R Ry fly—hy)
Ay ‘h;m;(h;l“( )R "M T W !

<%>2 o <_%Ay2 —7(2y + Ay) + %7’3>

B 41 1 fly+h) 1 fly—hy
Ty (Eln< f(y)y )Jrﬁln( f(y)y)>’

where Ay can have one of the following values
Ay = —h,, Oor h;’. (7.23)

A solution of the above system with one of conditions ([[LZ3)) let us find the invariant

solution for the operator Yj.
5) Expressions % , t7u, T and %

a solution of the difference model in the form

wor(z)

are invariants of the operator Ys. Let us search
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In variables

_ T = h™ +h+_aj+h+ T+ Ax
y=p vohy =Tty N

we get the following system of equations:

a hy, h ht —h-
\/l—i-a(y—i-Ay)—y:ha_QT@( h"'l <%>+—yln<f(y(y)y)>>,

2 2
(1+a)™ <7f(yfiy)Ay)> exp —% <(y +Ay)y/ 1 Z = - y\%)

gy da (1 (R L (F—hy)
hi+hy \ h o ) T hy f() '

Here Ay can have one of the values determined by conditions ([LZ3)) and a is a constant
from the condition a = 7 which determines an invariant time spacing. This condition can
be found if we look for a time spacing 7 = ¢(¢) which is invariant with respect to the
considered operator Ys.

6) For the operator Y5 we have the following invariants:

x T —

2
x T C
T_H’ (4t2 + 1)1/4u exp (m + 5 arctan(2t)> s
442 +1 Az 4t +1

— 4t.

+ 4,
.

We look for a solution of the difference model in the form
ta?

— (42 4+ 1) Vexp ( - — Sarctan(2t) ) f [ —— ) .
u= (4t +1) exp |~ 2arcan( V) f NI

Involving new variables

T W x—h~
Y 42 L BT
x4+ ht x+ Ax
ythy =———s,  ytAy=
442 + 1 4t +7)2+1

the system of equations ([L.T9) can be presented in the form:

V2 +1(y + Ay) — by = % <—h—;1n (*f(y_‘_;l;))—l—gln <_f(y_hz;)>> 7

hy + hy, hit fly
b2
( Y+ Ay

X exp <carctan <ll)> —b( y + (y+ Ay) ) +2V0? 4+ 1y(y + Ay))
1. y+h+) 1 (fw—hy)
h; W ) fy) '

2

h++hy
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where Ay has one of the values of ([LZ3), b is the constant from necessary condition of
invariant grid existence

42 + 1
2b = 4t + +.

Therefore, the obtained reduced systems of equations determine the optimal system of
invariant solutions for the difference model of the liner heat transfer equation. It means
that each invariant solution can be found by transformation of a solution from the optimal
system with the help of the corresponding element of the group. As we mentioned before
the invariant time mesh for the new solution is obtained from the time mesh of the solution
from the optimal system with the help of the same group transformation. For example,
the transformation corresponding to the operator X; with the value of the parameter —tg
gives shift in time = t — ty. Since

Ad [exp(—toXl)]Y5 = X* = Y5 + 2t0X1,

the action of this transformation transfers the invariant solution with respect to the op-
erator Y5 into the solution which is invariant with respect to the operator X,. By this
transformation the spacing 7 = a is transformed into the spacing ﬁ =a.

Example of an exact solution. Among all group invariant solutions for the difference
model ([ZT9) there is one interesting solution which can be integrated exactly [2]. This is
the solution invariant with respect to the operator

2tg X9 + X3, to = const, (724)

namely the solution

u(z,t) = C <t i°t0> v exp (—ﬁ) , (7.25)

considered on the mesh

t+1
z; =) < i 0) , (7.26)

where :E(Z-) are space mesh point at t = ¢3. In the case tg = 0 we get the well known

fundamental solution of the linear heat equation. Note that it has a “singular” mesh.
Let us show how this solution can be obtained form the optimal system of the invariant
solutions. From

Ad [exp(€X5)]Y1 = X2 + 2EX3

we see that the solution (LZHl) can be obtained from the solution invariant with respect
to operator Y7 by the transformation Ad [exp(eX5)] with € = ﬁ. If we take the original
solution on the orthogonal mesh which is uniform in space and has the following special

time spacing on the interval [0, to]:

wl =C,  my=ih,  i=0,41,42,..., tj=-2"C = j=012...

’ o to+ T
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then the proposed transformation provides us the solution ([ZZH) on the uniform space
mesh ([ZZ6) and uniform time mesh t; = j7.

Thus, we see that difference model ([LI9) inherits both the group admitted by the
original differential equation and the ability to be integrated on a subgroup.

4.5. The way to stop a moving mesh. The obtained difference models have adap-
tive nonorthogonal grids. We can find a way to stop the moving mesh, i.e., an exchange of
variables which orthogonalizes the mesh. The differentiation operator of Lagrange type %
can be presented in the following form

d Uy
= =D, - 22D,
dt ¢ U
where
0 0 ) B
Di=gptugy T De=grtuag o

The operator % in contrast to the operators D; and D, does not commute with the

operators of total differentiation with respect to ¢t and z:

d B Ugr  UgUp d B Ugy ug
[E,Dt} _2(7— - )Dx, [E,Dx} _2<———> D,.

It is necessary to find an operator of total differentiation with respect to a new space
variable s such that

[%,Ds] =0. (7.27)

The last commuting property is possible if we involve a new dependent variable p > 0
(density) [T6]. The operator Ds = %Dw satisfies ([CZT) if p holds the equation

2
pt_2p<@_u_§>_2@px:0,
u u u

The new space variable s is introduced with the help of equations
U
St =2p—=,  sp=p.
U

For convenience we can put initial data p(0,z) = 1. Then, s = z for t = 0.
In the variables (t, s) the heat transfer equation will get a form of the system
2
u
Ut = P2 <u88 -2

2
u u u
_S> T PPsis, Pt = 2/03 <ﬁ - _;> + 2p2ps_s (7.28)
u u u u

which can be rewritten in the form of conservation laws
1 Ug u
_:_2_), ) = (—puy)s. 7.29
(G) = (=2). (3) = (7.29
The space coordinate z is defined by the system of equations

xp = —2pE, Ts = —. (7.30)
u p
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System ([L28) in the space of independent variables (¢, s) and extended set of dependent
variables (u, p,z) admits a group of point transformations determined by the following
infinitesimal operators:

0 15, 0 15,
Xi=gp Xe=gp K=l -aug
0 9 Y o o 0
_ 90 o9 9
Xo=ugo,  X*=fl)5 +0f5)5 . (7.31)

where f(s) is an arbitrary function of s.

In the independent variables (¢, s) operators X;—Xg are operators of Lie algebra fac-
torized by the operator X*. Condition () of grid orthogonality and condition ) of
space grid uniformity hold and it gives an opportunity to construct a difference model
which is invariant with respect to operators X;—Xg on the orthogonal grid.

Let us write system ([L28), ([C30) in the form of differential invariants. In the space of
variables (t,x, s, u, p,dt,dx,ds,du,dp, us, ps, Ts, uss) there are five invariants:

P Us (ds)?
= Lsp,y = 5 d 2 _dt ) = )
= 2 ds < T2 U > & p2dt
(ds)? (dp  psds a3 [(Uss u? 9 Us
= - = -2 — == —2p°ps— |,
Ja p3  \ dt dt Plw ~ 2 PPy,

ds\? 2du 1 [da)\? U u? U
== it (il 9202 [ 288 _ s 20ps— | .
Is <p> < u dt 2<dt> +2p <u u2>+ e u)

With the help of these invariants we rewrite system (ZZ5), ([Z30) as

uSS

u u
pr = 2p° <— - —;) + 2p%ps—, Ty = —2p— (7.32)
uou u u

with the constraint equation x5 = 71).

Now we can find a system of equations which approximates ([Z32)) and is invariant with
respect to the set of operators ([[L3]). We can use the six-point invariant stencil (Fig. 4).
We have the following invariants for the set of operators ([LZ31]) where the operator X* is

changed on its difference analog

0 0
X = f(s)& +P£(f(3))8—p

in the corresponding to the chosen stencil space (¢,1,s, ht, hy,z, &, bt hy hi by, u,q,
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u+7u—7a-l—aa—vp’lavp-‘r’p—’la-l-vﬁ—):

ht ht htht /2 1 Az?
_[ = _z _[ = A:E I g Tz I —_ — _
1 h;7 2 ;7 3 - ) 4 h;‘_ uexp<4 >7
1ht? hi? 1, uy 1 u_
e R S (el e O Ml ¥
T 7 h++h—<h$nu+h;nu>’
j+2 142 A -
16 = lhx x hx x Al | uj_ + = 1 uA_ ;
I F FAV I T
Azxh}f 2hF hy uy hi u_
Iz = T - |\ ¥y— ——h— ],
T ha + he \hg hz U
Aght 9%kt (b 4. b4
Is = = = ~—In— — ~=In— |,
TRk B
~ ~ _l’_ p—
P— + s hs
Iy=—, Lo=-, In=—, Lo=—+, IL3= —.
p— p P+ ph p—hs

With the help of these invariants we can write difference model in the form of the
following system of evolution difference equations (we present here only one invariant

difference model which corresponds to the system (ZI9)) in variables (¢, z)):

_he p qpus g hdpo g us
hjpilnu—l—h;plnu
Axr =271

hi | hs ’
T
u\ 2 1 Az? h%ln“%—i—i—:ln%
<7> eXp<_§—>:1_4T T ke ’
u T ns_ Ns
p +pf
n
p=p-
ha

In the case of the uniform grid (b} = h; = hs) this model could be simplified as follows:

—pQIH%—I—pQ_In%

Axr =271 ,
hs(p + p-)

u\ 2 1 Ax? 4dtpp_ Uy U_
(7) e (‘57) =1 F o (P o).
. hf
p= pﬁi-

The system ([Z28]) has only two dependent variables u and p and it can be approximated
without involvement of the space variable x. However, Galilean symmetry X3 and pro-
jective symmetry X5 are nonlocal in the coordinate system (¢, s) and we need to consider
the dependent variable x in order to have these symmetries. Constructing an invariant
with respect to the set of operators ([L31]) difference model, we inevitably involve x into

the difference equations.

It is important to notice that in all cases moving meshes could be stopped by using
the Lagrange type coordinate system (for an introduction of Lagrange type coordinate

systems see, for example, [16]).



48 V Dorodnitsyn and R Kozlov

5. If @ = du, § = £1, the equation
Ut = Ugy + OU (7.33)
can be transformed into equation ([ZIZ)) by the change of variables
i = ue . (7.34)

Reversing this transformation, one can get an invariant model for equation ([33]) from an
invariant model for the heat transfer equation without a source.
6. (Q = 0 = const. The equation has the form:

The case Q = 0, which was considered in point 4 of this section, is a partial case for
() = § = const, but the constant source can be excluded by the evident transformation

i =u— 6. (7.36)

It means that we can get a difference model for ([Z30]) from the model for ([Z12).

8 Concluding remarks

In the paper [10] the entire set of invariant schemes for ordinary difference equations of the
second order was developed. There were shown that for some equations and symmetries it
is necessary to involve nontrivial lattices, which are not uniform in a space of independent
variable and should depend on solution. Such schemes are self adapted for any solution
and they are as much exactly integrable, as its continuous counterpart.

In the papers [2, 3, 8, 9, 11] several examples of invariant schemes for PDEs with
two independent variables (KdV equation, nonlinear Schrédinger equation etc.) were con-
structed. Again, there were shown that for some equations and symmetries it is necessary
to involve nontrivial two-dimensional meshes, which are not uniform and rectangular in
a space of two independent variables and should depend on solution. Such schemes are
self-adapted for any solution, the meshes are evolutionary in time and these schemes have
as many exact invariant solutions as their continuous counterparts. Moreover, for invari-
ant variational cases invariant schemes have difference conservation laws as well as for
continuous case.

Thus, the applications of symmetry to difference equations led to the evolution of idea
of possible meshes: from simple regular stationary meshes to self-adapted moving meshes,
explicitly depending on solutions. Notice, that this idea evolution well corresponds to the
big changes in numerical analysis, where the idea of self-adaptivity of schemes and meshes
is in a broad fashion now.

In this paper we developed the entire set of invariant difference schemes for the heat
transfer equation

Ut = (K(u)um)x + Q(u)v (8'1)

for arbitrary coefficients K (u), Q(u) and for all special cases of the coefficients which
extend the symmetry group admitted by equation (&II).
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The main conclusion is that we have presented an algorithmic way to construct the
invariant difference schemes (i.e. a difference equation and a mesh it is defined on) for all
cases of underlying heat equation.

Other conclusion is that symmetry preservation in difference schemes led to essential
different discrete models. For different cases of coefficients K (u) and Q(u) taken in accor-
dance with the group classification of equation (BII) we have obtained different discrete
models: for some cases K (u) and Q(u) we had to construct discrete models not for equa-
tion (BII), but for the equivalent Lagrangian system:

le—:; = o(u, uy), Z—Z; = V(U Uy, Ugy)- (8.2)
The consideration of the equation (BI]) in the form of system (BZ) at the very beginning
would provide us with the classification by functions ¢ and . In that case there is
one-to-one correspondence between the coordinate systems for continuous and discrete
cases of the group classification. In particular, if the symmetry of the equation (81l) does
not require application of Lagrangian type moving mesh (evolving in time mesh), then we
have ¢ = 0. In that case the classification of the system (82]) and corresponding difference
equations on orthogonal mesh can be carried out by means of (u, uy, Uzy).
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